


GE Inspection Technologies: productivity through inspection solutions 
GE Inspection Technologies provides technology-driven inspection solutions that deliver productivity, 
quality and safety. We design, manufacture and service Ultrasonic, Remote Visual, Radiographic and 
Eddy Current equipment and systems. Offering specialized solutions that will help you improve productivity 
in your applications in the  Aerospace, Power Generation, Oil & Gas, Automotive or Metals Industry.  
Contact your GE Inspection Technologies representative or visit www.ge.com/inspectiontechnologies 
for more information.
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Rhythm software

The CR 50P integrates with GE Rhythm 
software, which has been specifically 
designed for NDT applications. This user-
friendly software offers advanced image 
review tools and data management. 
Its data sharing capabilities allow significant 
improvements in productivity and enable 
faster identification of defect indications, 
leading to improved production quality or 
better in–service asset management.

For applications where speed and efficiency 
are of the essence, the CR 50P really performs. 
There’s no waiting between plates, you can 
feed the next one in while the previous plate
is still being scanned.

- 	 excellent image quality thanks to the 	
	 optimized optics and variable scan 		
	 resolution
-	 maximum on-site flexibility: no need for 	
	 cassettes
- 	 additional throughput:  process several 	
	 plates simultaneously, creating a 		
	 separate image for each plate
- 	 flexible size of plates up to 35.5 cm (14”) 	
	 wide and up to almost any length

The special phosphor imaging plates 
designed exclusively for GE Inspections 
Technologies were created with unforgiving 
NDT environments in mind. A special 
protective layer resists scratches and other 
damage to prolong plate life. We can supply 
plates of different sensitivities, depending on 
your requirements.

Portability 

The CR 50P is a portable CR scanner, 
weighing just 22 kilograms (47 lbs) without 
case. It’s light and compact enough to be 
used for on-site inspections and at remote 
locations.  It’s ability to manage custom 
sized imaging plates make it an ideal 
scanner for applications such as weld 
inspection.

Technical Specifications
Laser Spot Size 50µm
Scanning pixel pitch  (µm) (User selectable) 50, 75, 100, 130
Bit Depth 16
Weight 22 kg (47 lbs)
Dimensions (DxWxH) 46 x 72 x 36 cm (18” x 28”x 14”)
Operating Temperature -18 to 40 ºC (0 to 104 ºF)
Electrical Requirements 100 to 240 VAC ± 10%, 50/60 Hz

Single Phase, 1 Amp Max
Labeling CE, UL

Class I Laser Product (21CFR1040.10)
Class 1 Laser Product (IEC 60825-1)

Hard Case 
Open Case Dimensions (DxWxH) 69 x 155 x 51 cm (27” x 61” x 20”)
Storage Dimensions (DxWxH) 73 x 79 x 51 cm (29” x 31” x 20”)
Weight 27kg (60 lb)
Erasure 
Electrical Requirements 100 to 240 VAC ± 10%, 50/60 Hz

Single Phase, 1 Amp Max
Dimensions 59 x 45 x 15 cm (23” x 18” x 6”)
Operating Temperature -18 to 40 ºC (0 to 104 ºF)
Humidity 5% to 95% (non-condensing)
Weight 14 kg (31 lbs)
Erasing Surface Area 35 x 43 cm (14” x 17”)
Labeling CE, UL


